
Consensio Smar t  Station with BACnet  Proto col

B enefits
 • Standalone nat ive  BACnet  device
 • Designed to  be a  par t  of  a  custom

integrated solut ion
 • Programmable ful l - color  LEDs
 • I ntegrated l ight  sensor
 • Bui l t - in  IR  receiver

Features
 • Direc t  BACnet  connec t ion v ia  a

control ler  that  communicates  MSTP
 • Suppor ts  subscr ipt ion to  button change

of  values  (COVs)
 • Fits  a  standard 1- G ang wal l  mount
 • Engravable  housing
 • Comes as  a  complete  unit ,  which

includes  the cover

Common Applicat ions
 • Can be used for  a lmost  any BACnet

appl icat ion that  requires  a  button for
control

Specif icat ions

Colors 
 • Light  Almond,  B lack ,  I vor y,  and White

Button Configuration
 • 5 Buttons  in  a  1- G ang wal l  mount

Switching
 • BACnet  Stat ion

Power
 • Pr imar y  voltage is  24VAC/VDC

Wire Type
 • Axl ink  22/01PSH + 18/2C or  equivalent

Environment
 • 0 -  60°C (0  -  140°F)  non- condensing

atmosphere
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How to O rder  the Consensio Smar t  Station

Part Number Description Dimensions

CSNS1-0505B-XXX Consensio Station, 1 Gang, 5 Button/5 LED, BACnet 4.880”L x 3.125”W

XXX Color Suffix Colors Available: Light Almond (ALM), Black (BLK), Ivory (IVR), and White ( WHT )

Wiring D iagram
This  wir ing diagram does not  show al l  the connec t ions.   Please see the Consensio Ser ies  
Manual  for  fur ther  wir ing instruc t ions.
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