
Aura BACnet  Ex terior  S ensor

B enefits
 • Designed for  dayl ight  har vest ing
 • Stand-Alone nat ive  BACnet  device

Features
 • Direc t  BACnet  connec t ion v ia  a 

control ler  that  communicates  MSTP
 • Light  sensor  is  bui l t - in
 • S ensor  is  used as  a  4- level  l ight  sensor
 • Changeable  parameters

 • H ysteres is
 • S ensit iv i t y
 • Time Delay
 • Threshold
 • Many other  opt ions

 • Comes as  a  complete  unit ,  which 
includes  a  mounting post ,  washer,  and 
nut

 

Specif icat ions

Wire
 • Requires  Axl ink  22/01PSH + 18/2C or 

equivalent                               

Power
 • Pr imar y  voltage is  24VAC/VDC

Environment
 • -40°F  to  158°F,  -40°C to  70°C 

        1% to 99% Relat ive  Humidit y

Protocol
 • BACnet  Protocol  Revis ion 1 .7

Common Applicat ions
 • Almost  any BACnet  appl icat ion that 

requires  a  sensor  for  l ight  control
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Power Terminals (Yel/Yel)

RS-485: S (Green)
RS-485: - (Black)
RS-485: + (Red)

 How to O rder  the Aura BACnet  5-Wire Ex terior  S ensor

Example Description Dimensions

AURLB-EXT Aura Sensor, Light, BACnet, Exterior 2.48”H x 1.48”W

Rush Ordering Available

 
 Wir ing D iagram

 This  wir ing diagram does  not  show al l  the connec t ions.   P lease see the Aura  Ex ter ior    
 Wir ing Manual  for  fur ther  wir ing instruc t ions.
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