
Length: 3.4”

Height: 1.92”

Width: 2.0”

Specif icat ions
• Dielec  t r ic  Strength (between coi l 

and contac  ts ) :  >  4000VAC
• Operat ing Temperatures :  -40°C to 

40°C
• Contac  ts :  AgSnO2
• Mechanical  Endurance:  1  mi l l ion  c 

ylces
• Max Switching Power  :  10K VA
• Max Switching Voltage:  440VAC
• Max Switching Current :  32  Amps
• Lamp Load:  up to  5000 Watts
• Rated for  :  30  Amp Bal last ;  120VAC 

-277VAC
• Rated:  20 Amp Tungsten;  120VAC
• UL Recognized unit
• Manual  overr ide switch on top of 

each re lay
• Digita l  Relay

WCR-D30L Sp ecif ic ations

Load Compatibi l i t y
 • I ncandescent  l ight ing
 • Fluorescent  l ight ing
 • LED l ight ing
 • Magnetic  low-voltage l ight ing
 • Elec tronic  low-voltage l ight ing

 Terminal  Tightening Torque

 • M inimum =  0 .5  N m /  4 .4  in- lbs
 • Maximum =  0 .6  N m /  5 .3  in- lbs
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Out to Load

In from Breaker

Out to Load

In from Breaker

WCR-D30L M ounting/Removal

WCR-D30L Wiring
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