
Specif icat ions

Power
 • Pr imar y  voltage:  120VAC

M aximum R atings
 • I ncandescent  M ax Watts :  800W
 • LED Max Watts :  450W

Environment
 • 0 -  50°C (0  -  120°F)  non- condensing

atmosphere

ZoneZ D immer Pack (ZNZ-DP)  Sp ecif ic ations

Physical  Design
 • Color :  B lack
 • Mater ia l :  Pet  R ynite  530
 • Heats ink  Mater ia l :  Aluminum

Load Compatibi l i t y
 • I ncandescent  l ight ing
 • Fluorescent  l ight ing
 • LED l ight ing
 • Magnetic  low-voltage l ight ing
 • Elec tronic  low-voltage l ight ing
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Low Voltage Wires

Wire colors  from the 
ZNZ-DP may vary 
from the drawing.

Line Voltage Wires

Wire colors  from the 
ZNZ-DP may vary 
from the drawing.

ZNZ-DP Wiring D iagram
Use the fol lowing as  a  bas ic  wir ing diagram of  the ZNZ-DP.   Each system wi l l  have di f ferent 
components  and this  document  does  not  show al l  poss ible  connec t ions. 

ZNZ-DP O p eration and Notes
Operation

• Quick  Press :  On/O ff  to  last  preset
• Press  & Hold:  Dim Up,  Release at  the desi red level
• Release & Press  & Hold:  Dim Down,  Release at  the desi red level

Notes
• I f  the dimmer channel  overheats,  the LED/Pi lot  wi l l  f lash.   The dimmer wi l l  then go into

thermal  over-r ide.
• The dimmer wi l l  turn the load of f  and the LED wi l l  f lash unt i l  i t  cools  down.   Once i t  i s

cooled down,  i t  wi l l  turn the load back on and the LED/Pi lot  wi l l  s top f lashing.
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